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Caroma International Pty Ltd.  ABN 90 35 053 413 157

Walvit Elongated Wall-Hung 1.6/0.8 gpf (6/3 l) Water Saving 
Dual Flush High Efficiency Toilet (HET)

Ultra Low Flush (ULF) Vitreous China  
Washdown Toilet

A classically styled box rim wall hung closet bowl featuring smooth sculptured contours and advantages of 
unobstructed floor for easy cleaning. The closet bowl features concealed shrouded outlet and closet bowl 
fixings providing optimum appearance to the wall and minimal projection from-the-wall dimension of 22" 
(560mm). The Walvit Elongated closet bowl has been developed to be installed directly to the wall using the 
Sanifix Bracketing System. The closet bowl is suitable for domestic and commercial applications.

Closet Bowl: Walvit Elongated 1.6 gal (6 l) full flush, wall hung, wash down type with box rim. Code 
No.             .

Outlet: Wall mounted outlet only, unvented.

Inlet: 2" (50mm) back inlet for concealed tank and flushvalve installation. Option top inlet 
S.M.O.

Tanks: Caroma Concealed Tank options are available: Water Wafer Inwall/Induct/Inceiling 
Tanks. Code No.227006.

Fixing: Sanifix bracket option available for fixing the Walvit Elongated closet bowl directly to 
the wall:
D.715 Tank Chair Bracket – Code No.687715, fixing pack included.

Seats: The following Caroma seats are recommended: Caravelle Elongated Code 
No.326307, Easy Close Elongated Code No.326221, and Elongated Open Front 
Code No.326813.

Colors: White only.

Dimensions: All dimensions are in inches and millimetres and are subject to normal manufacturing 
variations. Caroma pursues a policy of continuing improvement in design and 
performance of its products. The right is therefore reserved to vary specifications without 
notice.
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Finished floor 

51/2" (140mm)

77/8"
(200mm)

Inlet

Outlet

Rough in Dimension 

Bolt Hole 
Centres

Wall contact
area for pan
must be true
and flat

Stud secured behind the wall
with suitable Caroma bracket

Fixing assembly

Finished wall
Length of
Stud from

Finished Wall

Walvit Elongated Installation Detail

Seal with suitable acetic cured silicon caulking

21/4" (55mm) min.
23/8" (60mm) max.

Gasket

 Inlet Pipe

Inlet
Kee
Seal

Walvit Elongated
 Inlet Detail

Finished
Wall

1" (24mm)
Length of inlet

pipe from
finished wall
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