
Model BID1000W
BIDET SEAT

FEATURES:

• Easily installs on most elongated toilets using a 
brass tee connection

• Features instantaneous water heating; no 
holding tank is required, allowing for ultra slim 
profile; (113 mm at its thickest point)

• 3 Rinse spray patterns
• 5  Water temperature adjustments for the 

ultimate in comfort and hygiene
• Anti-bacterial seat and curved, stainless steel 

bidet nozzle
• Built-in nightlight
• Photo catalyst Deodorizer
• Heated seat with 5 temperature settings and 

auto temperature reduction after 70 seconds to 
prevent over heating

• Soft Close Seat; quick-release button for easy 
seat removal and cleaning 

• Controlled by single button or Included Remote 
control and remote wall hanger 

• Air dry function with 6 variable settings 
• Standard Electrical Plug

Sustainable Solutions International
Vancouver, Canada and  Ferndale, WA., USA



Sustainable Solutions International
Vancouver, Canada and  Ferndale, WA., USA

Model BID1000W
BIDET SEAT

Rated Power AC 110V 60H
Rated Power 1040W
Maximum Power 1200W
Water Heating 
Method

Instant Heating

Water Pressure 
Range

20 - 80 psi

Inlet Water 
Temperature Range

3 - 35°C

Water Volume (Rear 
Wash)

0.45L - 0.63L/min

Water Volume 
(spray self cleaning)

0.48L - 0.58L/min

Water Temperature 5 levels of adjustment
Seat Surface 
Temperature

Adjustable 

Safety Water temperature sensor
Anti-siphon
Anti-Back flow
Ground fault protection 
Leakage protection
Anti Freeze Protection
Pressure stabilizer

Water Heating 
Method

Instantaneous

Spray Types Rear Cleansing/ Massage
Feminine (Front) Cleansing
Massage Wash

Water Temperature Adjustable 
Spray cleansing 
location 

Adjustable

Automatic cleaning 
nozzle

Stainless Steel construction

Seat Removal and 
cleaning

Quick-release button for 
easy seat removal and 
cleaning

Antibacterial spray 
nozzle  and seat
Pulse Cleaning
Soft close seat
Night light
Sensor Seat
Drying Function Adjustable
Control Side buttons and remote 

control
Electrical Cord 4 feet (1.2 M)
Spray Nozzle 
Location

Adjustable

Remote Control Allows remote adjustment of 
• water temperature
• spray location
• drying temperature
• seat temperature
• spray pattern and 

location
• Night light 

Standards:
ASME A112.4.2
CSA B45.16 certified
UL 1431
CSA C22.2 No. 68
CSA C22.2 No 64

Warranty:
1 Year Limited Warranty

Specifications: Feature Descriptions: 


