¥ Caroma

Specifications

2 Vitreous China Dual Flush High Efficiency Toilet (HET)
2 Elongated washdown bow!l with box flushing rim.

= Suitable for in-wall and under counter installations
>

The concealed tank and plumbing deliver space savings, easy
cleaning and matched performance.

7

Note: The Invisi |l bracket and bowl system are suitable only
where non-compressible wall materials are used.

=2 Color: White finish
= Seat: Requires a top fixing, elongated seat, not included
> BowlWeight: 57 lbs (26 kg)

Fixing:
A standard fixing kit is supplied with the toilet bowl.

Outlet:
P Trap Only

Tank:
The tank is concealed either in-wall, or under counter.

System:
The Somerton Invisi || bowl works with and requires the Invisi Il
carrier, tank, and button kit, all sold separately.

237061: Tank and carrrier system for in-wall installation
237062: Tank and carrrier system for under counter installation

Arange of round or square button choices and elongated seats
are available.

Features:
Dual Flush @ ADA
Smart Glazed (B Skirted Bow!

o Top Fixing Seat Required Wall Hung Bowl

Sustainable Solutions

Email: help@sustainablesolutions.com
Toll free: 1 300460 7019

design for life.

Somerton Wall Hung Elongated Bowl
for use with Invisi Series |l

004 100W

|,

Flush Volume: 1.28/0.8 gpf (4.8/3 [pf)
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Technical Drawing & Certifications c04100W
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All dimensions are in inches and millimeters and are subject to normal manufacturing variations. Caroma pursues a policy of continuing
improvement in design and performance of its products. The right is therefore reserved to vary specifications without notice.
Warranty: Important:
Effective for sales on or after August 12, 2025 The Somerton Invisi Il dual flush washdown toilet
Sustainable Solutions warrants its Caroma® brand toilets to be free from defects in will comply with the Americans with Disabilites
materials and workmanship under normal residential or commercial use, accordingtothe ~ Act when installed to Easy Height, Standards for
following terms: Accessible Design, Section 4.16 Water Closets.
Vitreous china components: 5-Year Limited Warranty (60 months) Further reference must be made to the relevant
Mechanical components (e.g, tank internals, handles, plastic parts): 3-Year Limited sections of Easy Height Standards For Accessible
Warranty (36 months) Design with current amendments to determine
Toilet seats included with purchase: 2-Year Limited Warranty (24 months) clear floor space, grab bar, and operation
For complete warranty details, including conditions and exclusions, please visit requirements.

sustainablesolutions.com.
604100W August 2025

Sustainable Solutions

Email: help@sustainablesolutions.com
Toll free: 1 00460 7019



	Button 34: 
	Page 1: 

	Button 58: 
	Page 1: 

	Button 61: 
	Page 1: 

	Button 74: 
	Button 35: 
	Page 2: 

	Button 56: 
	Page 2: 

	Button 62: 
	Page 2: 



